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Environmental Fixture p/n 100-14 
The ramé-hart Environmental Fixture (p/n 100-14) is 
the perfect solution for advanced liquid/liquid interfa-
cial studies, captive bubble experiments, and interfa-
cial tension (IFT) measurements. Designed for preci-
sion and versatility, this fixture includes an optical 
grade Quartz Cell (p/n 100-07-50) ensuring accurate 
and repeatable results. The adjustable stage height 
accommodates various experimental setups, while the 
stainless steel stage components provide durability 
and corrosion resistance. Engineered for ease of use, 
the fixture is easily disassembled for thorough clean-
ing, making it ideal for demanding research applica-
tions. Unlock new possibilities in wettability, surfactant 
behavior, and interfacial science with the ramé-hart 
Environmental Fixture.  
 
What’s In The Box 

 Environmental Fixture 

 (1) Quartz Cell 

 Stainless Steel Test Plate (removeable) 

 Instructions for Use 

 Allen Tool for stage screws and height adjustment 

Measurements Supported 

 Captive Bubble Contact Angle 

 Interfacial Tension (IFT) Pendant Drop  

 Interfacial Tension (IFT) Sessile Drop  

 Liquid/Liquid Contact Angle 

 Buoyant Bubble Contact Angle 

 Adsorption Studies  

 Spreading on Submerged Surface  (Dynamic CA) 

 Interfacial Dilatational Rheology1  

 Advancing and Receding with Liquid External Phase 
1 Requires optional Oscillator (p/n 100-28) 

 

Specifications 

Internal Size  26 x 41 x 43 mm 

External Size  100 x 67 x 100 mm 

Test Plate Size  30 x 6.5 x 1 mm 

Fixture Weight  310 grams 

Compatibility  Supported on all ramé-hart models  

Quartz Cell Material Optical quartz glass 

Maximum Volume 45.8 mL (1.55 fl oz)  

Stage Material  All stainless steel  

Body Material  Stainless & Anodized Aluminum 

Mounting  Installs on any standard ramé-hart 
   specimen stage (3 x 2 inch)  
Environment  Sealed environment to reduce  
   evaporation and contamination  
 
 
 
Options and Spare Parts 

100-26-NE-22 Extended Length 22g Needle 

100-30-09 Extended 250µL Tip Adapter  

100-07-50 Replacement Quartz Cell 

100-10-13-22 Inverted Needle (22 gauge) 

100-10-13-XX Inverted Needle (XX = gauge 5-28) 
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